Board of Directors, Ponderosa Community Services District
Tulare County, California

Resolution 2025-250-W

Resolution Board of Directors
To Confirm and Enforce the Use of Backflow and Cross Control Devices as Established in
Ordinance 99W (Resolution 2016-125-W)

WHEREAS, the Ponderosa Community Services District, a Community Services District duly
organized under the laws of the State Of California, is authorized to provide Water and Snow
Removal Services to the community known as Ponderosa, an unincorporated area in the County
of Tulare, and

WHEREAS, Ponderosa CSD is responsible for providing water services safely within its
jurisdiction, and

WHEREAS, the State Water Resources Control Board requires a resolution stating the use of
backflow and cross-control devices be installed where there is the potential for contamination of
a public water system, and

WHEREAS, these requirements are currently specified in Ordinance 99W (revised and restated
in Resolution 2016-125-W), section 2.36.100,

NOW THEREFORE, the Board of Directors of the Ponderosa Community Services District does
hereby RESOLVE and ORDER as follows:

The requirements in section 2.36.100 of Ordinance 99W are confirmed and enforced on all new
construction and any other existing water connections deemed necessary by water personnel.

2.36.100 Control of backflow and cross-connections.

A. General. In accordance with the requirements and the regulations of the District, the County
of Tulare, the State of California and the United States Environmental Protection Agency
(“EPA”) no water service connection to any dwelling or premises shall be installed or
maintained by the District unless the public water supply is protected as required by said
local, state and federal regulations and the requirements stated below.

B. Where Protection is required. Backflow prevention devices shall be installed on the service
connection to any dwelling or premises having:

1. Access to any auxiliary water supply;
2. Any substance handled under pressure in such fashion as to permit entry into the
water system,;
3. Any material dangerous to health or toxic substance that might possibly be
introduced into the water system;
4. Any lawn or garden sprinkling system, not installed in accordance with the Uniform
Plumbing Code;
Any swimming pool or spa system.
6. Any fire suppression sprinkler system.
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C.

Type of protection. In general, types of backflow prevention devices shall be required as
follows:

1. A service connection to a dwelling or premises having an auxiliary water supply,
internal pressure boosting system, or internal systems containing water of
deteriorated quality shall be protected by an approved double check valve
assembly.

2. A service connection to a dwelling or premises handling dangerous or toxic
materials such as industrial plants, wharves, hospitals, mortuaries, etc., shall be
protected by an approved reduced pressure principle backflow prevention device
properly located and installed.

3. A service connection to any sewage treatment plant or sewage pumping station
shall be protected by an air-gap separation properly located and installed.

. Responsibility for Installation, Inspection and Maintenance. Backflow prevention devices

required herein shall be approved by the District and  shall be installed, inspected and
maintained at the expense of the customer.

Discontinuance of service. The District may discontinue service of water to any dwelling
or premises and may physically disconnect the customer’s piping from the District’s water
distribution system if a backflow prevention device required by this section is not installed,
tested and maintained, or if any defect is found in an installed backflow prevention device,
or if it is found that a backflow prevention device has been removed or bypassed or if
unprotected cross-connections exist on the premises; and service will not be restored until
such conditions or defects are corrected.

Right of Ingress and Egress to and from the Customer’s Premises. Water Department
personnel and representatives of the EPA shall have the right of ingress and egress to and
from the customer’s dwelling or premises at all reasonable hours for any purpose
reasonably related to the furnishing of water service and the exercise of any and all rights
secured to it by law or these regulations, including inspection of the customer’s piping and
equipment as to compliance.

Prevention of Flow From One Service Connection Through Another. If premises are
supplied by more than one water connection to the District’s facilities, the customer shall
be required to install an approved backflow prevention device at each service connection
to prevent the backflow of water from one service through another.

Exception. Any installation of equipment, such as sprinkler systems, pools, spas, etc.,
installed in accordance with the Uniform Plumbing Code and providing backflow devices
shall be exempt from this section.

Passed on August 21, 2025, by the following roll call vote:

G. O’Neill Absent: none

F. Ohnesorgen Abstention: none
M. Doty

Attest:

Jennifer Robertson
Board Secretary
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